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SP����ITD
履带式反击破碎站（柴电两⽤）
CRAWLER IMPACT CRUSHING PLANT（DIESEL-ELECTRIC）

产品特点 Product Advantages
外接电、⾃主发电两种动⼒⽅式，节能、便捷。
Two power methods(external electricity and the equipped generator), convenient and energy-saving.

⼤动能重型转⼦，破碎⽐⼤，产量⼤，粒型好。
Heavy-duty rotor with large kinetc energy, high crushing ratio, large output and good particle shape.

集成式变频系统，充分考虑防尘、散热、隔振、防⽔，电路系统万⽆⼀失。
Integrated variable frequency system with dust-proof, cooling, vibration isolation and water-proof funtions maximizes the protection of electrical systems.

超⼤功率发动机，能给后续作业的筛分站提供电⼒。
High power engine, able to provide power for the screening plant used in combination.

专业的⼈机⼯程设计，保证作业安全。
Professional ergonomics design ensures safety at work.
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根据公司不断改进产品的⽅针，我们保留在未事先通知⽤⼾的情况下，改变参数和设计的权⼒，⽂中插图并不是设备的标准款式，⼭河普⽯勒保留最终解释权。
The parameters and design could be modified according to our upgrading plan. The illustration is not indicating the standard equipment. All rights reserved by Sunward·PSR.

扫⼀扫视频�获取更多资讯

项⽬ Item 名称 Description 参数  Parameter 

⼯作尺⼨
Working Dimension

运输尺⼨
Transportation Dimension

喂料设备
Feeding Equipment

整机
Overall Unit

破碎主机
Crusher

主输送⽪带机
Main Conveyor

����    mm

��    m³

����×����    mm

����×���    mm

��.�    t

����    mm

����    mm

���    kW

��   t

���-���    t/h

�����×����×����    mm

�����×����×����    mm

喂料⾼度    Feeding Height 

料⽃容积    Hopper Capacity

最⼤喂料尺⼨    Max. Feeding Size

给料机尺⼨（⻓×宽）    Feeder Size(L×W)

进料⼝尺⼨(⻓×宽）    Inlet Opening Size(L×W)

破碎机重量    Crusher Weight

卸料⾼度    Discharge Height

宽度    Width

⼯作总功率    Total Working Power

整机重量    Total Weight

处理能⼒    Processing Capacity

⼯作尺⼨    Working Dimension (L×W×H)

运输尺⼨    Transportation Dimension(L×W×H)

动⼒�式    Drive Mode 柴-电两⽤    Diesel-electric

���    mm
�动给料机

Vibrating Feeder

排料⼝调节范围    C.S.S. Range ��-���    mm

永�    Permanent Magnet�铁�配�    Configuration除铁器○
Magnetic Separator 

⾏⾛系统
Travel System

⾏⾛控制⽅式    Travel Control Mode 液压    Hydraulic

�⼤�坡⾓度    Max. Climbing Angle ��°

其他配置
Other Configurations 集中润滑系统    Centralized Lubrication System

智能控制系统    Intelligent Control System

照明系统    Lighting System

远程遥控系统    Remote Control System

集成式变频器    Integrated frequency converter

喷淋系统○    Sprinkling System

���    mm宽度    Width

筛⽹层数    Number of deck(s)

返料⽪带机
Return Conveyor

振动筛箱
Vibrating Screen Box 

卸料⾼度    Discharge Height

成品⽪带机
Product Conveyor 

筛体尺⼨    Screen Size

�

����×����    mm

����    mm

����    mm宽度    Width

卸料⾼度    Discharge Height ����    mm

发电机组功率    Generator Power ���    kW

���    mm

����    mm

宽度    Width

卸料⾼度    Discharge Height侧料⽪带机○
Side Conveyor  

*�据�戸⼯况需�，带○标记为选配；
*According to customer's working condition，○ is optional.

地   址：湖南·⻓沙·星沙·凉塘东路1335号·⼭河⼯业城
Add：Sunward Industrial Park, No. ���� Liangtang Road (E), Xingsha, Changsha, Hunan, China

销售热线：���-���-����湖南⼭河普⽯勒机械设备有限公司
HUNAN SUNWARD & PSR MACHINERY EQUIPMENT CO.,LTD

H
��

��
m

m

H
��

��
m

m


	页 1
	页 2

